
 
 

 

 

 

 

 

  

  

 

  
   

 

SIDE VIEW CAMERA SYSTEM

WATERPROOF SIDE VIEW CAMERA:r

dicaninc.com 
1 866 884 7569
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FEATURES

SPECIFICATIONS

IMAGE DEVICE:  1/2.9” CMOS  

FRAME RATE:   25 fps / 30 fps 

EFFECTIVE PIXELS: 1920 (H) x 1080 (V) 

PIXEL SIZE:  2.8 μm × 2.8 μm 

SCANNING SYSTEM:  Progressive Scanning 

SYNC. SYSTEM:   Internal  

RESOLUTION:  1080P 

VIDEO OUTPUT:  1.0Vp-p, 75Ohm  

GAMMA CONSUMPTION:   0.45  

AGC:   Auto  

S/N RATIO:  Better than 52dB 

WHITE BALANCE:  Auto  

ELECTRONIC SHUTTER:  1/25 (1/30)~1/50,000 sec. 

BLC:  Auto  

OPERATING TEMPERATURE: 20ºC~70ºC, RH 95% MAX. 

STORAGE TEMPERATURE: -30ºC~80ºC, RH 95% MAX.

RESOLUTION: 1080P High Definition 

IP RATING: IP69K Waterproof 

WIDE VIEWING ANGLE: 150° 

NIGHT VISION DISTANCE: 3m - 5m (9.84ft - 16.40ft) 

POWER SUPPLY: DC 12V 

ANTI-VIBRATION: ISO 16750-3 (Max. 17.3G)

ALSO AVAILABLE IN NON-HD: RDC-014

 RDC-014 Non-Mirrored

RDC-014HD


